
Salon bankarske opreme
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model

SB 300 300 445 400 220 365 296 23 24

SB 450 450 445 400 370 365 296 31 40

SB 600 600 445 400 520 365 296 37 56

SB 800 800 445 400 720 365 296 48 78

SB 1000 1000 445 400 920 365 296 58 99

SB 450

 ■ Designed to protect documents and valuables in 

case of burglary.

 ■ Burglary resistance – S2 according to EN 14450.

 ■ Thickness of door – 30 mm.

 ■ Double-wall construction.

 ■ 3 live-locking bolts.

 ■ Integrated relocker, lock secured from drill attacks.

 ■ Standard delivery with double-bit high security key 

lock with two keys.

 ■ Anchoring to the floor is available.

 ■ Color: RAL 7035 (light grey) or RAL 7024 (dark grey).

Brava na ključ / 
Key lock

Elektronska brava / 
Digital lock

series: SB
grade: S2

SB 300 SB 450 SB 600 SB 800 SB 1000

Protivprovalni sefovi / 
Burglary Resistant Safes

serija: SB
stepen: S2

- Protivprovalna zaštita – S2 prema EN 14450.

- Debljina vrata – 30 mm.

- Duple stranice.

- 3-strani zasuni.

- Brava osigurana od napada bušenjem.

-  Standardna  isporuka  s  dvobradom  bravom 

na ključ (2  kl juča).

- Pripremljen za sidrenje.

- Boja: RAL 7035 ili RAL 7024.

-  Dizajniran  da  zaštiti  dokumente  i
  vrednosti  u slučaju protuprovale. 
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model

EK 3450 340 500 300 270 454 215 1 7 71 26
EK 4450 440 500 410 370 454 325 1 8 96 55
EK 46 460 440 382 393 392 293 1 8 90 45
EK 5450 540 500 410 470 454 325 1 8 115 69
EK 6465 640 650 550 573 604 465 2 8 178 161
EK 67 670 440 382 602 392 293 1 8 123 69
EK 8465 840 650 550 773 604 465 2 9 236 217
EK 90 900 440 382 835 330 345 2 9 160 95
EK 1065 1037 650 552 944 590 438 2 9 282 244
EK 1265 1239 650 554 1144 590 438 2 9 320 296

series: EK
grade: I

EK 67

 ■ Designed to protect documents and valuables in 

case of burglary.

 ■ Burglary resistance – EN 1143-1, Grade I.

 ■ Thickness of front panel - 10 mm, thickness of door 

- 62 mm.

 ■ Thickness of walls - 24 mm.

 ■ 3 live-locking bolts.

 ■ Integrated relocker, lock secured from drill attacks.

 ■ Standard delivery with double-bit high security key 

lock with two keys.

 ■ Anchoring to the floor is available.

 ■ Color: RAL 7024 (grey graphite), also available in 

RAL 7035 (light grey).
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Mehanička kombinacijska brava / 
Mechanical combination lock

EK 3450 EK 4450 EK 5450 EK 6465 EK 67 EK 8465 EK 1065 EK 1265EK 90EK 46

1 2 3 4
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Brava na ključ / 
Key lock

Elektronska brava / 
Digital lock

serija: EK
stepen: I

- Dizajniran  da zaštiti  dokumente  i  vrednosti  u 

slučaju provale.

- Protuprovalna zaštita - EN 1143-1, stepen I.

- Debljina prednje ploče - 10 mm, debljina vrata - 62 

mm.

- Debljina  stranica  - 24 mm.

- Trostrani  zasuni.

- Brava osigurana od napada bušenjem.

-  Standardna  isporuka  s  dvobradom  bravom  na 

ključ (2 klju ča).

- Pripremljen za sidrenje.

- Boja: RAL 7024, dostupno i u RAL 7035.

Protivprovalni sefovi / 
Burglary Resistant Safes
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model

Bastion 50 500 510 510 390 394 356 1 7 137 51
Bastion 60 610 680 510 500 564 356 1 7 186 95
Bastion 67 670 510 510 560 394 356 1 8 177 74
Bastion 79 790 510 452 660 394 298 1 9 205 77
Bastion 80 810 680 510 700 564 356 2 8 256 135
Bastion 99 990 510 510 800 394 356 2 9 239 119
Bastion 100 1010 680 510 900 564 356 2 9 298 175
Bastion 1368 1320 680 510 1210 547 356 3 10 381 229
Bastion 1385 1320 850 510 1210 734 356 3 10 386 316
Bastion 150 1510 850 600 1400 734 356 3 13 530 448
Bastion 1668 1660 680 510 1550 547 356 4 11 444 294
Bastion 1685 1660 850 510 1550 717 356 4 13 499 385

series: BASTION
grade: II

BASTION 99

 ■ Designed to protect documents and valuables in 

case of burglary.

 ■ Burglary resistance – EN 1143-1, Grade II

 ■ Thickness of door - 100 mm.

 ■ Thickness of walls - 55 mm.

 ■ 3 live-locking bolts.

 ■ Integrated relocker, lock secured from drill attacks.

 ■ Standard delivery with double-bit high security key 

lock with two keys.

 ■ Anchoring to the floor is available.

 ■ Color: RAL 7024 (grey graphite), also available in 

RAL 7035 (light grey).

BASTION 
50

BASTION 
60

BASTION 
67

BASTION 
79

BASTION 
80

BASTION 
99

BASTION 
100

BASTION 
1368

BASTION 
150

BASTION 
1668

BASTION 
1685
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Mehanička kombinacijska brava / 
Mechanical combination lock

Brava na ključ / 
Key lock

Elektronska brava / 
Digital lock

Protivprovalni sefovi / 
Burglary Resistant Safes

serija: BASTION
stepen: II

- Dizajniran  da zaštiti  dokumente  i  vrednosti  u 

slučaju protuprovale.

- Protuprovalna zaštita - EN 1143-1, stepen II.

- Debljina vrata- 100 mm.

- Debljina  stranica  - 55 mm.

- 3-strani zasuni.

- Brava osigurana od napada bušenjem.

-  Standardna  isporuka  s  dvobradom  bravom  na 

ključ (2 klju ča).

- Pripremljen za sidrenje.

- Boja: RAL 7024, dostupno i u RAL 7035.
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model

Fort 67 670 510 510 560 394 329 1 8 171 71
Fort 99 990 510 510 880 394 329 2 9 256 112
Fort 1368 1320 680 510 1210 564 329 3 10 411 216
Fort 1385 1320 850 510 1210 734 329 3 12 470 283
Fort 1668 1660 680 510 1560 564 329 4 11 490 282
Fort 1685 1660 850 510 1560 734 329 4 13 560 379

series: FORT
grade: III

 ■ Designed to protect documents and valuables in 

case of burglary.

 ■ Burglary resistance – EN 1143-1, Grade III.

 ■ Thickness of door - 120 mm.

 ■ Thickness of walls - 55 mm.

 ■ 3 live-locking bolts.

 ■ Integrated relocker, lock secured from drill attacks.

 ■ Standard delivery with double-bit high security key 

lock with two keys.

 ■ Anchoring to the floor is available.

 ■ Color: RAL 7024 (grey graphite), also available in 

RAL 7035 (light grey).

FORT 67 FORT 99 FORT 1368 FORT 1385 FORT 1668 FORT 1685
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FORT 1368

Mehanička kombinacijska brava / 
Mechanical combination lock

Brava na ključ / 
Key lock

Elektronska brava / 
Digital lock

Protivprovalni sefovi / 
Burglary Resistant Safes

serija: FOR T
stepen: III

- Dizajniran  da  zaštiti  dokumente  i  vrednosti  

u slučaju provale.

- Protuprovalna zaštita - EN 1143-1, stepen III.

- Debljina vrata- 120 mm.

- Debljina  stranica  - 55 mm.

- 3-strani zasuni.

- Brava osigurana od napada bušenjem.

-  Standardna  isporuka  s  dvobradom  bravom  na 

ključ (2 klju ča).

- Pripremljen za sidrenje.

- Boja: RAL 7024, dostupno i u RAL 7035.
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series: GRANIT
grade: I, LFS 30 P

LFS 30 PLFS 30 P

GRANIT 
3450

GRANIT 
4450 EL

GRANIT 
46

GRANIT 
5450 EL

GRANIT 
6465

GRANIT 
65 EL

GRANIT 
8465

GRANIT 
90 EL

GRANIT 
1065

GRANIT 
1265 EL
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 ■ Designed to protect documents and valuables in 

case of fire or burglary.

 ■ Burglary resistance – EN 1143-1, Grade I.

 ■ Fire resistance – LFS 30P according to EN 15659.

 ■ Space between walls and door is filled with fire-

resistant concrete.

 ■ 3 live-locking bolts.

 ■ Integrated relocker, lock secured from drill attacks.

 ■ Standard delivery with double-bit high security key 

lock with two keys.

 ■ Anchoring to the floor is available.

 ■ Color: RAL 7024 (grey graphite), also available in 

RAL 7035 (light grey).

GRANIT 3450

model

Granit 3450 340  500 345 262 424 216 1 7 93 24
Granit 4450 440   500 432 362 424 302 1 8 119 46
Granit 46 460  440 430 382 364 300 1 8 119 42
Granit 5450 540   500 432 462 424 302 1 8 142 59
Granit 6465 638   650 550 560 574 420 2 8 240 135
Granit 65 655   440 430 574 364 300 1 8 155 63
Granit 8465 840   650 550 782 574 420 2 8 287 188
Granit 90 900  440 430 822 364 300 2 9 197 90
Granit 1065 1041   650 554 963 574 420 2 9 334 232
Granit 1265 1241   650 554 1163 574 424 2 9 386 283

* Samo klasa 1 / * Grade 1 only

Mehanička kombinacijska brava / 
Mechanical combination lock

Brava na ključ / 
Key lock

Elektronska brava / 
Digital lock

Vatrootporni i protivprovalni sefovi 
/ Fire and Burglary Resistant Safes

serija: GR ANIT
stepen: I, LFS 30 P

- Dizajniran  da zaštiti  dokumente  i  vrednosti  u 

slučaju provale i požara.

- Protivprovalna zaštita - EN 1143-1, stepen I.

- Vatrootporna zaštita - LFS 30P prema EN 15659.

- Mesto  izme đu stranica  i vrata  je punjeno   

vatrootpornim  betonom.

- 3-strani zasuni.

- Brava osigurana od napada bušenjem.

-  Standardna  isporuka  s  dvobradom  bravom  na 

ključ (2 klju ča).

- Pripremljen  za sidrenje

- Boja: RAL 7024, dostupno i u RAL 7035.
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model

FSB 32 345 480 460 185 332 300 1 66 18

FSB 46 490 480 460 330 332 300 1 85 33

FSB 67 670 480 460 510 332 300 1 108 51

FSB 1993 1950 940 585 1760 801 392 4 457 553

series: FSB
grade: S2, LFS 60P

FSB 1993

 ■ Designed to protect documents and valuables in 

case of fire or burglary.

 ■ Burglary resistance - S2 according to EN 14450.

 ■ Fire resistance - LFS 60P according to EN 15659.

 ■ Thickness of door - 105 mm.

 ■ Thickness of walls - 77 mm.

 ■ Thickness of rear wall - 51 mm.

 ■ The safe body and door are manufactured with two 

inter-welded walls that are filled with fire resistant 

concrete.

■ 3 live-locking bolts.

■ Integrated relocker, lock secured from drill attacks.

■ Standard delivery with double-bit high security key 

lock with two keys.

■ Anchoring to the floor is available.

■ Color: RAL 7035 (light grey).

FSB 32 FSB 46 FSB 67 FSB 1993

Brava na ključ / 
Key lock

Elektronska brava / 
Digital lock

Vatrootporni i protivprovalni sefovi / 
Fire and Burglary Resistant Safes

serija: FSB
stepen: S2, LFS 60P

 slučaju provale i požara.

- Dizajniran  da zaštiti  dokumente  i vrednosti  
u

- Protivprovalna zaštita - S2 prema  EN 14450.

- Vatrootporna zaštita - LFS 60P prema EN 15659.

- Debljina vrata - 105 mm.

- Deblj ina stranica  - 77 mm.

- Debljina zadnjeg zida - 51 mm.

- Telo  sefa  i  vrata  su  proizvedeni  s  dve  međusobno  

zavarene stenke koje su ispunjene s vatrootpornim 

betonom.

- 3-strani zasuni.

- Brava osigurana od napada bušenjem.

-  Standardna  isporuka  s  dvobradom  bravom  na 

ključ (2 klju ča).

- Pripremljen za sidrenje.

- Boja: RAL 7035.
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series: BRF
grade: S2, LFS 30 P

LFS 30 PLFS 30 P

BRF-30 BRF-32 BRF-46 BRF-49 BRF-67 BRF-95

 ■ Designed to protect documents and valuables in 

case of fire or burglary.

 ■ Burglary resistance - S2 according to EN 14450.

 ■ Fire resistance - LFS 30P according to EN 15659.

 ■ Thickness of door - 95 mm.

 ■ Thickness of walls - 55 mm.

 ■ The safe body and door are manufactured with two 

inter-welded walls that are filled with fire resistant 

concrete.

 ■ 3 live-locking bolts.

 ■ Integrated relocker, lock secured from drill attacks.

 ■ Standard delivery with double-bit high security key 

lock with two keys.

 ■ Anchoring to the floor is available.

 ■ Color: RAL 7035 (light grey), also available in RAL 

7024 (grey graphite).

model

BRF-30 300 427 385 170 316 235 1 49 13

BRF-32 315 445 450 185 335 300 1 57 19

BRF-46 460 440 450 330 330 300 1 71 32

BRF-49 490 360 450 360 249 300 1 66 27

BRF-67 670 440 450 540 330 300 1 96 53

BRF-95 950 440 450 822 330 300 2 127 81

BRF 32

Brava na ključ / 
Key lock

Elektronska brava / 
Digital lock

Vatrootporni i protivprovalni sefovi / 
Fire and Burglary Resistant Safes

serija: BRF
stepen: S2, LFS 30 P

- Protivprovalna zaštita - S2 prema  EN 14450.

- Vatrootporna zaštita - LFS 30P prema EN 15659.

- Dizajniran  da zaštiti  dokumente  i  vrednosti  u

 slučaju provale i požara.

- Debljina vrata - 95 mm.

- Debljina  stranica  - 55 mm

- Telo  sefa  i  vrata  su  proizvedeni  s  dve  međusobno  

zavarene stenke koje su ispunjene s vatrootpornim 

betonom.

- 3-strani zasuni.

- Brava osigurana od napada bušenjem.

-  Standardna  isporuka  s  dvobradom  bravom  na 

ključ (2 klju ča).

- Pripremljen za sidrenje.

- Boja: RAL 7035, dostupno i u RAL 7024.
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model

FRS 30 296 430 365 188 326 236 - tray 31 15
FRS 32 315 445 425 207 341 296 - tray 38 21
FRS 49 490 361 425 382 257 296 - 1+tray 46 29
FRS 51 510 445 425 402 341 296 - 1+tray 54 41

FRS 30

 ■ Designed to protect valuables against fire. These 

safes have a modern design; they are convenient 

and reliable in operation.

 ■ Fire resistance - LFS 60P according to EN 15659.

 ■ The safe body and door are manufactured with two 

inter-welded walls that are filled with fire resistant 

concrete.

 ■ Color: RAL 7035 (light grey), also available in RAL 

7024 (grey graphite).

 ■ Anchoring to the floor is available.

Elektronska brava + brava na ključ / 
Digital lock + Key lock

Elektronska brava + ručka / 
Digital lock + Thumbturn

series: FRS
grade: LFS 60P

FRS 30 FRS 32 FRS 49 FRS 51 FRS 66 FRS 67

1 2 3

4 5 6

7 8 9

0 Enter

1 2 3

4 5 6

7 8 9

0 Enter

1 2 3

4 5 6

7 8 9

0 Enter

Vatrootporni sefovi /
 Fire Resistant Safes

serija: FRS
stepen: LFS 60P

- Dizajniran  da zaštiti  dokumente  i  vrednosti  u 

slučaju požara. Ovaj sef ima moderan dizajn i 

pouzdanost.

- Vatrootporna zaštita - LFS 60P prema EN 15659.

- Telo  sefa  i  vrata  su  proizvedeni  s  dve  međusobno  

zavarene stenke koje su ispunjene s vatrootpornim 

betonom.

- Boja: RAL 7035, dostupno i u RAL 7024.

- Pripremljen za sidrenje.
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model

FRS 66 606 485 450 467 346 301 85x343 1 75 49
FRS 67 710 485 450 527 346 301 85x343 1 86 49
FRS 75 790 485 450 607 346 301 85x343 1 103 64/8
FRS 93 970 565 450 786 426 301 85x423 2 138 98/10
FRS 120 1255 711 580 1034 546 418 135x515 2 290 236/26
FRS 133 1391 711 580 1170 546 418 135x515 2 332 267/26
FRS 165 1708 711 580 1487 546 418 135x515 3 390 340/26

series: FRS
grade: LFS 60P

FRS 133

 ■ Designed to protect valuables against fire. These 

safes have a modern design they are convenient and 

reliable in operation.

 ■ Fire resistance - LFS 60P according to EN 15659.

 ■ The safe body and door are manufactured with two 

inter-welded walls that are filled with fire resistant 

concrete.

 ■ Color: RAL 7035 (light grey), also available in RAL 

7024 (grey graphite).

 ■ Anchoring to the floor is available.

 ■ The height of plinth + wheels - 67 mm (FRS 67-93)                                                                    

               - 75 mm (FRS 120-165)     

* Navedena visina se odnosi na postolje bez kotača / * The height specified is the plinth without wheels

FRS 75 FRS 93 FRS 120 FRS 133 FRS 165

Elektronska brava + brava na ključ / 
Digital lock + Key lock

Elektronska brava + ručka / 
Digital lock + Handle

1 2 3

4 5 6

7 8 9

0
Enter

1 2 3

4 5 6

7 8 9

0
Enter

Vatrootporni sefovi /
 Fire Resistant Safes

serija: FRS
stepen: LFS 60P

- Dizajniran  da zaštiti  dokumente  i  vrednosti  u 

slučaju požara. Ovaj sef ima moderan dizajn i 

pouzdanost.

- Vatrootporna zaštita - LFS 60P prema EN 15659.

- Telo  sefa  i  vrata  su  proizvedeni  s  dve  međusobno  

zavarene stenke koje su ispunjene s vatrootpornim 

betonom.

- Četiri metalna zasuna osiguravaju vrata s čet iri  

st rane.

- Boja: RAL 7035, dostupno i u RAL 7024.

- Pripremljen za sidrenje.

- V i s i n a  pode s t a  s a  k o t ačima 
- 67 mm (FRS 67-93)                                   

    - 75 mm (FRS 120-165) .



12

model

FRF 2X-XX 769 559 811 2 210
FRF 3X-XX 1116 559 811 3 285
FRF 4X-XX 1464 559 811 4 360

series: FRF
grade: LFS 60P

FRF 4 K-CK

 ■ VALBERG fireproof filing cabinets provide the 

highest level of protection from fire and theft.

 ■ Fire resistance - 1 hour LFS 60P according to EN 

15659.

 ■ Drawer capacity - 40 kg.

 ■ Drawers adjustable for A4 and Foolscap files.

 ■ Electrostatic powder coating is applied to all sides, 

including bottom. The finish is scratch-resistant, 

providing a lifetime quality appearance.

 ■ Matt chrome handles and label holder.

 ■ All filing cabinets are specified with a central high 

security key or digital lock. Additional drawers 

can be specified with key, digital or mechanical 

combination locks.

 ■ Individual drawer locking latch allows the user to 

leave one or more drawers unlocked with the push 

lock in the locked position.

 ■ Color: RAL 7035 (light grey).

lektrostatsko plastificirani sa svih strana

FRF 2 K-NN FRF 3 K-CN FRF 4 E-KK
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DEFBrava na ključ / 

Key lock
Elektronska brava / 
Digital lock

Vatrootporni ormari / 
Fire Resistant Filing Cabinets

serija: FRF
stepen: LFS 60P

-  Vatrootporni  kartote čni  ormari  osiguravaju  

najviš i nivo zaštite od požara i krađe.

- Vatrootporna zaštita - 1 sat prema EN 15659.

- Kapacitet fioke - 40 kg.

- Fioke podesive  za A4 i Foolscap  dokumente.
 

uključujući i dno. Površina otporna na grebanje 

pružajući izgled doživotne kvalitete.

- Mat hrom ručke.

- Svi kartotečni ormari poseduju centralnu visoko 
sigurnosnu bravu ili elektronski bravu. Dodatno 
fioke mogu biti na ključ, elektronsku ili mehaničku
 kombinacijsku bravu.

-  Pojedinačno  zaključavanje  fioka  omogućuje 

korisniku da ostavi jednu ili više fioka otključanu. 

- Boja: RAL 7035.

-  E
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■ Designed to protect documents against fire. 

■ Fire resistance – 1 hour LFS 60P according to EN 

15659. 

■ Drawer capacity – 40 kg.

■ Drawers adjustable for A4 and Foolscap files.

■ All filing cabinets are specified with a central high 

security key or digital push lock. Additional drawers 

can be specified with key, digital or mechanical 

combination locks. Key lock made in Germany (Euro 

Locks).

■ Electrostatic powder coating is applied to all sides, 

including bottom. The finish is scratch-resistant, 

providing a lifetime quality appearance.

■ Anti-tilt device.

■ Handles and label holders are made of rubber 

coated plastic (soft touch).

■ Individual drawer locking latch allows the user to 

leave one or more drawers unlocked with the push 

lock in the locked position.

■ Colour: RAL 7035 (light grey).

series: FC
grade: LFS 60P

model

FC 4K-KK 1500 545 653 250 390 500 4 210
FC 4E-KK 1500 545 653 250 390 500 4 210

FC 4K-KK
FC 4K-KK FC 4E-KK
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Vatrootporni ormari / 
Fire Resistant Filing Cabinets

Brava na ključ / 
Key lock

Elektronska brava / 
Digital lock

serija: FC
stepen: LFS 60P

- Dizajniran da zaštiti dokumente u slučaju požara.

Vatrootporni kartotečni ormari osiguravaju najviši 

nivo zaštite od požara i krađe.

- Vatrootporna zaštita – 60 minuta LFS 60P prema 

EN 15659.

- Kapacitet fioke - 40 kg.

- Fioke podesive  za A4 i Foolscap  dokumente.

- Svi kartotečni ormari poseduju centralnu visoko 

sigurnosnu bravu ili elektronski bravu. Dodatno fioke 

mogu biti na ključ, elektronsku ili mehaničku 

kombinacijsku bravu. Brave proizvedene u Nemačkoj.

- Elektrostatsko plastificirani sa svih strana uključujući i

 dno. Površina otporna na grebanje pružajući izgled 

doživotnog kvaliteta.

- Ručke i područje za natpis presvučeni gumom.

- Pojedinačno zaključavanje fioka omogućuje 

korisniku da ostavi jednu ili više fioka otključanu.

- Boja: RAL 7035.
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model

ASD 19 489 342 381 464 330 317 - 38 50
ASD 32 812 419 427 796 407 336 361x407 70 109/46

ASD 19

 ■ Designed to deposit money without access to the 

content of the safe.

 ■ Thickness of front panel - 5 mm.

 ■ Thickness of walls - 5 mm.

 ■ 3 live-locking bolts.

 ■ Anti-fishing protection.

 ■ Standard delivery with double-bit high security key 

lock with two keys.

 ■ Color: RAL 7024 (grey graphite), also available in 

RAL 7035 (light grey).

 ■ Dizajnirani za depozit novca bez pristupa sadržaju 

sefa.

 ■ Debljina prednje ploče - 5 mm.

 ■ Debljina stranica - 5 mm.

 ■ 3-strano zaključavanje.

 ■ Anti-fishing zaštita.

 ■ Standardna isporuka s dvobradom bravom na ključ 

(2 ključa).

 ■ Boja: RAL 7024, dostupno i u RAL 7035.

ASD 19 ASD 32

series: ASDserija: ASD

Brava na ključ / 
Key lock

Elektronska brava / 
Digital lock

Depozitni sefovi /
 Deposit Safes
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NATO ormari / 
NATO Cabinets

series: SM
class: A; B; C

serija: SM
stupanj: A; B; C

NATO

 ■ The product line is designed according to NATO 

standards: A, B and С depending on the wall thickness 

and the type of locks. Class A – Confidential, Class 

B – Secret, Class C – Top Secret

 ■ Designed for storage of documents in the office.

 ■ Welded metal construction.

 ■ 3 live-locking bolts.

 ■ Equipped with an inner safe with a lock from 

EUROLocks and four shelves;

 ■ Enhanced inner hinges with door opening to 90 

degrees.

 ■ Equipped with different locks: Class A (Confidential) 

– key lock class A, Class B (Secret) – key lock class 

B + mechanical combinational lock S&G 8550, Class 

C (Top Secret) – key lock class B + mechanical 

combinational lock S&G 8560

■ Color: RAL 7024 (grey graphite), also available in   

RAL 7035 (light grey).

■ Sold assembled.

Mehanička kombinacijska brava / 
Mechanical combination 

lock

Brava na ključ / 
Key lock

Grade

NATO A, B, C 
Grades

700 500 500
1000 700 500
1500 700 500
1850 700 500
1850 1000 500

CONFIDENTIAL SECRET TOP SECRET

* Unutrašnje dimenzije, težina i zapremina zavise od klase ormara (klase A, B ili C) / 
* Inner dimensions, weight and volume depend on the class of the cabinet (class A, B or C)

- Dizajniran prema NATO standardima; B i C zavisi od 

debljine  stranica  i  sistemu  zaključavanja  –  klasa  A  – 

poverljivo,  klasa B: tajno, klasa C: strogo tajno.

- Dizajniran za pohranu dokumenata.

- Zavarena metalna konstrukcija.

- 3-strano zaključavanje.

- Opremljen s unutrašnjim sefom i bravom EURO lock i 

četiri  police.

- Poboljšane unutrašnje šarke i otvaranje vrata za 90 

stepeni.

- Opremljen različitim bravama: Klasa A (poverljivo)  -

 brava na ključ klasa A, Klasa B (tajno)- brava na 

ključ  klasa B  +  mehanička  kombinacijska brava S&G 

8550, Klasa C (strogo tajno) brava na ključ klasa B + 

mehanička kombinacijska brava S&G 8560.

- Boja: RAL 7024, dostupno i u RAL 7035.
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series: 
BRANDMAUER

serija: 
BRANDMAUER

BM 1951

 ■ Designed to store and protect documents in case 

of fire.

 ■ Double wall construction, the gap between the 

inner and outer walls is filled with heat insulating 

material which protects the contents from fire.

 ■ Thickness of door - 60 mm.

 ■ Door opening angle up to 180 degrees due to 

external hinges.

 ■ Three point locking mechanism, 5 bolts 20 mm in 

diameter.

 ■ Standard delivery with double-bit high security key 

lock with two keys + handle.

 ■ Color: RAL 7035 (light grey), also available in RAL 

7024 (grey graphite).

model

BM 1220 1220 930 520 1050 820 405 2 90 349

BM 1260 1220 600 520 1082 506 420 2 71 211

BM 1993 1950 930 520 1800 820 420 4 142 638

BM 1951 1950 1250 520 1780 1140 405 4 200 822

BM 1220 BM 1260 BM 1993 BM 1951

Brava na ključ / 
Key lock

Elektronska brava / 
Digital lock

Sigurnosni ormari /
 Safe Cabinet

-  Dizajniran  za  odlaganje  i  zaštitu  dokumenata  u 

slučaju požara.

- Dvostruka zidna konstrukcija, prostor 

izmeđuunutrašnjeg i spoljašnjeg zida je ispunjen 

toplinskom izolacijom koja štiti sadržaj ormara od vatre.

- Debljina vrata - 60 mm.

- Otvaranje  vrata  pod uglom  od 180 stepeni  na 

spoljašnjim pantima.

- Mehanizam zaključavanja u tri tačke, 5 šipki 
promera 20 mm.

-  Standardna  isporuka  s  dvobradom  bravom  na 

ključ (2 klju ča) + ručka.

- Boja:  RAL 7035 dostupna i u RAL 7024.
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Arhivski ormari / 
Archive Cupboards

series: CBserija: CB

CB-02

 ■ Developed for storage of large numbers of 

documents.

 ■ Zinc plated latches and quiet closing doors provide 

quiet and secure movement and closing of the doors.

 ■ Maximum shelf loading - 60 kg.

 ■ Standard delivery with double-bit high security key 

lock with two keys.

 ■ Sold disassembled.

 ■ Colour: RAL 7035 (light grey).

model

СВ - 01 832 915 458 1 24 38

СВ - 02 1830 915 458 3 44 57

СВ - 03 832 915 370 1 19 78

СВ - 04 1830 915 370 4 36 74

СВ - 07 1996 915 458 4 48 105

CB 01 CB 02 CB 07 CB 03 CB 04

- Dizajnirani za odlaganje velikog broja dokumenata.

- Brava i vrata osiguravaju tiho i nesmetano pomicanje

 i zatvaranje vrata.

- Maksimalno opterećenje po polici - 60 kg.

- Standardna isporuka s dvobradom bravom na ključ 

(2 ključa).

- Boja:  RAL 7035.



18

Garderobni ormari / Lockers

LS-21

■ Assembled with screws

■ The lockers can be attached together

■ Ventilation holes

■ Delivered flat-packed

■ Key lock PRAKTIK (2000 combinations) with a 

replaceable cylinder and a master key

■ Colour: RAL 7035 (light grey)

■ Powder coating

■ Options: - The key lock is replaced with a non-key 

Euro Locks A 129 for padlocks; - Extra shelf; - 

Sloping roof; - Legs; - Doors coloured in different 

colour.

■ Sklopljen s vijcima.

■ Ormarići se mogu spajati zajedno.

■ Ventilacijske rupe.

■ Boja: RAL 7035.

■ Plastificiran.

model

LS-01 1830 302 500 1746 300 468 1 17

LS-001 
dodatni kabinet
attachable section

1830 276 500 1746 274 468 1 13

LS-01-40 1830 418 500 1776 416 468 1 19
LS-001-40 
dodatni kabinet
attachable section

1830 393 500 1746 392 468 1 14

LS-11-40D 1830 418 500 1746 200/195 468 1 22
LS-21 1830 575 500 1746 300/274 468 2 29
LS-21-80 1830 813 500 1746 417/393 468 2 38
LS-22 1830 575 500 2х845 300/274 468 4 29
LS-24 1830 575 500 4х400 300/274 468 8 33
LS-31 1830 850 500 1746 300/274/274 468 3 40
LS-34 1830 850 500 400 300/274 468 12 44
LS-41 1830 1130 500 1746 300/274 468 4 55

series: LSserija: LS

LS-001
(dodatni kabinet LS-01/

attachable section LS-01)
LS-01

LS-001-40
(dodatni kabinet LS-01/

attachable section LS-01)
LS-01-40

LS-22 LS-24 LS-31 LS-34 LS-41

LS-11-40-D LS-21

LS-21-80

■ Brava PATRIK (2000 kombinacija) sa 

zamenjivim cilindrima i master ključem.

■ Opcije:  zamena  sa  EURO  bravama  A  129  za 

lokote,  dodatne  police,  Kosi  krov,  nožice,  vrata  u 

drugoj boji.
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Brave na ključ   |  Key Locks KL

Dial i Ring kombinacije    |    Dial & Ring Combinations CL/CH

BRAVE NA KLJUČ, ELEKTRONSKE BRAVE, MEHANIČKE 
KOMBINACIJSKE BRAVE  |  LOCKS, DIALS, KEYPAD

Kaba Mauer

Promet PS-300

Promet PS-600

Promet PLS-1

La Gard 1777 La Gard 2085 DOYEN S402B

Promet PLS-1

La Gard 3710 M-Lock AL2020

Kaba Mauer 82021

Euro Locks

Tastature za elektronske brave  |  Keypads for Electronic Locks EL/E



Zastupnik za Hrvatsku, Srbiju i BiH
Authorised distributor for Croatia, Serbia and BiH:

SALON BANKARSKE OPREME d.o.o. 
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